Exercise CZ1 – Dossier creation with PaP and more RFC corridors (RFC 9 + RFC 8 Havířov – Hamburg Waltershof)
BASIC
1. Log into PCS Test1 as leading RU with DB Cargo “rade”account. (password: 09)
1. After login, we get into the dashboard to our default dashboard filter. Now please select PaP search option, under the menu Pre-constructed products.
1. In order to find the most suitable PaP, we shall define our search criteria:
2. For timetable period, select 2020
2. For type of pre-constructed product, select RFC pre-arranged path (PaP)
2. For direction, select all four options
2. For RFC corridor, select Czech-Slovak 
1. Let’s check the results! You may look for Hranice na Moravě under Origin column. Found it? Please note the PaP ID next to it. 
1. Now for the better results, type the corresponding PaP ID RFC09PaPtraining1 to the search field and check the results.
1. To request the PaP, please select the following section with the check-box. 
5. Hranice na Moravě – Česká Třebová odj.sk.
5. Česká Třebová odj.sk  –Kolín seř.n.
1. The order of selection should be in accordance with the travel direction.  Then add selected to new dossier. 
1. Now you need to add PaP sections published by RFC North-Sea/Baltic.  To find the right PaP please select again PaP search option, under the menu Pre-constructed products and try to find a PaP ID RFC08PaPtraining1.
1. To request the PaP, please select sections the following section with the check-box. 
8. Kolín seř.n. – Děčín východ dol.n.
8. Děčín východ doln.n – Děčín st.hr.
8. Bad Schandau grenze – Biederitz 
1. The order of selection should be in accordance with the travel direction.  Then add selected to existing dossier. 
1. Now you are in the Calendar. This train shall operate from Monday and Saturday so please select calendar days 1 - 6, then click Save. 
1. Skip the parameters section at this time.
1. Please enter the following basic data, then create dossier:
· Dossier name: RFC09-O8-your_name
· International train number: 44444
1. The dossier has been successfully created. Please go now to the RU timetable. As you can see we have a quite simple main timetable with PaP sections. You may now practice how to edit a timetable as you need to add feeder path from Havířov and outflow path to Hamburg. Click Edit.
1. Add a origin point before Hranice na Moravě. The origin point shall be ‘Havířov’. But you can also write ‘Havirov’ without diacritics. The system will offer you a correct point “Havířov” in both cases.  
1. Add a destination point after Biederitz. The destination point shall be ‘Hamburg-Waltershof Dradenau’. 
1. Now edit the arrival and departure times. Click Save when you are finished. 
1. Finally, we need to add the second RU for the Czech part. Go to the RU TT and edit the RU as ČD Cargo “cd-c” in correspondence with SŽDC IM part.
1. Go to Control and Release Harmonization. 
Exercise 2 – Harmonization and national parameters
1. Log into PCS Test1 (https://pcstest1.rne.eu/pcs/login) as participating RU with cd-c account. (password: 09)
1. Search for your dossier RFC09-O8-your_name in the Dashboard. Open the dossier. 
1. Go to the RU timetable and check the first draft of the planned timetable created by the leading RU (DB Cargo). Your first task is to practice how to edit the timetable. Click the Edit button. 
1. Create an intermediate point between Kolín seř.n. and Děčín-východ. The operational point shall be ‘Nymburk hl.n.’ Click Save when you are ready.
1. You are in RU timetable again. The system shows you that there are missing mandatory train parameters for each operational point. Look for the first operational point which is under your responsibility. This should be Havířov. Click Edit train parameters and enter the following information to the appropriate fields:
23. Loco type number: 386
23. Weight carriages set: 1600
23. Length carriages set: 580
Click Reset pre-calculation so PCS can automatically update the weight and length of the train according to the new loco. Please check and correct train max speed to be in accordance with Planned speed (can be faster but cannot be slower).
For SŽDC the following additional parameters are mandatory:
23. Brake type – please select from the list
23. Braking Ratio – please enter brake percentage
1. On the bottom, you can see an additional mandatory IM parameters, namely:
24. Dopravní druh vlaku – choose option “Nex”
24. Jízdní odpor – choose option “S”
24. Kategorie vlaku – choose option “ND – Nákladní”
1. Of course you do not have to repeat the same for every single operation points. If there are no changes in the route, you can simply copy the given parameters. Please click ‘Copy parameters to’ button. 
1. On the right-hand side under copying options please select the following:
26. Common parameters
26. Loco types
26. IM parameters
On the left-hand side click ‘Select only my path sections’. Then click ‘Apply to selected path sections’. 
1. If every necessary information has been provided on your side, you can go to Control and set your acceptance lights to GREEN. But it is not the case now as you need to insert dossier level mandatory parameters for SŽDC too.
1. Go to menu “Basic data” and look for your pair with IM. Open it by clicking and now you have to enter the following mandatory dossier level parameters:
28. Důvod žádosti – choose option “Požadavek dopravce”
28. Produkt – choose option “řádná žádost do JŘ”
28. Pruduktový faktor – choose option “P4 kombinovaná doprava”  
1. Now go to control set the light to green and logout.
1. Enter as DB Cargo again. Check in Control that there are no mandatory parameters missing. If that is the case, go ahead, and add them. Once done, change your light to green and then on “Send Path Request”. You are done with the dossier. 
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ADVANCED
Please, create a dossier (name: RFC09-Your name, train number: 44444) as "rade" for TT2020 using all the PaP sections belonging to RFC09PaPtraining1; your partner in Czechia is "cd-c". The train shall run from Monday to Saturday. Define feeder/outflow sections using ‘Havířov’and ‘Hamburg-Waltershof Dradenau’ stations.
 In Harmonization as "cd-c" add an intermediate point 'Nymburk hl.n.' between Kolín seř.n. and Děčín-východ. Regarding train and IM parameters, please apply the followings:
30. Loco type number: 386
30. Weight carriages set: 1600
30. Length carriages set: 580

30. Dopravní druh vlaku – choose option “Nex”
30. Jízdní odpor – choose option “S”
30. Kategorie vlaku – choose option “ND – Nákladní”

30. Důvod žádosti – choose option “Požadavek dopravce”
30. Produkt – choose option “řádná žádost do JŘ”
30. Pruduktový faktor – choose option “P4 kombinovaná doprava”

Finish Harmonization, fulfil all other mandatory parameters for both RUs and finally, send path request.
